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TVTEL® 240 Features

ANY TVTEL® 240 RANGE PANELFEATURES

•	Panel is engraved with building specific information.
•	Speed dial capacity 1–120 with 2no telephone numbers per speed dial.
•	Speed dial capacity 1–240 with 1no telephone number per speed dial. 
•	Call button capacity 1–4.  Call-button 1 can have 4no telephone 

numbers, call-buttons 2, 3, 4 can each have 2no.
•	Keypad code capacity 1–1024 (max 6 digits in length).
	 Authorised code users must enter # before the keypad code.
•	Proximity keyfob (KCP300) capacity 1–512.
•	Radio transmitter (TELBIPHF42) capacity 1–512.
•	Visitor enters relevant number to call flat or office:  01 to call flat 1; 02 to 

call flat 2; 40 to call flat 40 etc.
•	Speed dials either 1, 2 or 3 digits in length depending on number of flats, 

offices etc.
•	Call progress audio reassurance for visitor.
•	Audio reassurance information messages, volume adjustable, 

automatically played to visitors at the panel.
•	Audio reassurance message “Call from Door Panel” automatically played 

to telephone that answers.
•	Telecoms service provider prefix (max 4 digits) feature.
•	Tradesman button that is date, day and time controlled.
•	Resident can activate Relay 1 or 2 or both (momentarily or latch) from 

handset called.
•	Privacy of lock. 
•	Privacy of speech.
•	Hearing aid induction loop (optional extra).
•	PABX compatible with adjustable ringing and busy tone settings.
•	Full update, download and monitoring of system data and program via 

remote modem connection.
•	Full back-up and restore of system data using programs included in 

standard MS Windows in conjunction with TVTEL software program.
•	Full system data print function enabling generation of hardcopy folder for 

each installation.
•	Telephone line share features, no limit to number of panels that can be 

connected onto a line share (reduction) controller.
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